BT

Specification and characteristics of the materials used in project

Shayleh 1226

Exterior windows and doors: tinted aluminum with shutters + double glazing.

Reception area doors and main entrance door: Oak wood (Massif + crust).

External walls: double walls.

Internal woodwork and paneling: Swedish wood40X%, panels: 6mm MDF.

Sanitary fixtures: Lecico premium gquality or equivalent + GROHE mixer for

bathrooms.

Bathroom and kitcherareas: ceramic floor tiling. BAT

Bathroom andkitchen areas: porcelain wall tiling + gypsum cornices.

8. Entrance, reception, dining room, living room and balcgnies: Ceramic floor
tiling 60 cm x 60 cm or National Marble 50 cm x 50'¢m,

9. Bedrooms; Ceramic floor tiling 40 cm x 40 cm.

10. Wall Paint: \acrylic + paste.
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allations and fittings for

16. gnis and fittings (not including: copper pipes).

17. for each apartment.

18. Common water tank for the entire building, with an automatic pump.

19. Internal parking space for 2 cars + storage room for each apartment + RC
operated gate.

20. Two-speed elevator with a deluxe cabin.

21. Wrought iron gate for the main entrance of the building on the ground floor
+video phone.

22. Concierge room on the second basement floor.

23. Tiling and stone cladding of the main entrance of the building, with gypsum
false ceiling and lighting.

24. Delivery date: 30/09/2012

Office: 00961 9 221 271 - 00961 9 221 272 E-mail: info@batapartments.co
Mobile: 00961 3 271 666 Facebook: facebook.com/BATapartments

Fax: 00961 9 221 271 Instagram: instagram.com/B.A.T._apartments
Address: Zouk Mosbeh, Maronite Project Street, Louis Mrad Building, GF. Twitter: twitter.com/BAT_apartments




